&

cC A

B L E

Product Specification

E00/1000V POWER CABLES WITH ALUMINIUM
CONDUCTORS I/2/73/4-CORES, XLPE INSULATED, PVC
SHeATHED NON-ARMOURED & ARMOURED

CABLE CONSITRUCTION

() NON-ARMOURED CABLES

CONDUCTOR : Plain aluminium conductors, Class 2
INSULATION : XLPE (cross-linked polyethyiene) rated 90°C
COLOUR OF CORES :1 core - Natural

2 cores - Red and Black or (Brown and Blue)
3 cores - Red, Yellow and Blue or (Brown, Black and Grey)
4 cores - Red, Yellow, Blue and Black or (Brown, Black, Grey and Blue)

FILLERS : PP yarn (optional)
CORE WRAPPING : Polyester tape (optional)
SHEATH : PVC Compound Type STz, colour Black

2) ARMOURED CABLES

CONDUCTOR : Plain aluminium conductors, Class 2
INSULATION : XLPE (cross-linked polyethyiene) rated 90°C
COLOUR OF CORES : 1 core - Natural

2 cores - Red and Black or (Brown and Blue)
3 cores - Red, Yellow and Blue or (Brown, Black and Grey)
4 cores - Red, Yellow, Blue and Black or (Brown, Black, Grey and Blue)

FILLERS : PP yarn (optional)
CORE WRAPPING : polyester tape (optional)
BEDDING : PVC Compound Type STz, colour Black
AMOUR : 1 core - Aluminium wires

2, 3,4 cores - Galvanized steel wires
SHEATH : PVC Compound Type STz, colour Black
RATED VOLTAGE : 600/1000 V

APPLICABLE STANDARDS :IEC 60502-1 /MS 2104 / MS 2105/ MS 2106 / MS 2107,
IEC 60228 & |IEC 60332-1

Tonn Cable



