Product Specification

INSTRUMENTATION CABLES
IMULTI-PAIR ARMOURED)

CONSTRUCTION
CONDUCTOR : Stranded circular plain annesied copper wire,
Class 2
INSULATION : PVLC or P& or XLP&
COLOUR OF CORES : 1 pair - Black & Whiltre
=2 pair & above - Black/7-White with numbering
DRAIN WIRE : Stranded cirular tinned copper wire
COLLECTIVE SCREEN : Aluminium/polyester tape
BeDDING : PVC compound Type TIM 1, Black colour
ARMOUR : Round Qalvaniced steel wire
SHEATH : PVC compound Tyupe TM 1, Black colour

Cu /7 PVC / OSCR 7/ SWA /7 PVC or

Cu / P& /7 OSCR /7 SWA /7 PVC or
Cu /7 XLPE / OSCR / SWA 7 PVC - Multl-pair

Number Nominal Construction, : : Diameter : ADprox.
of cross- number / nﬁ;ﬁ?;?; thg:;”‘ﬁg of steel m'gﬁggﬁf ‘ Srexal | ngtpﬂg;h ¢ )
pairs sectional area wire diameter wire diameter |
sq.mm No./mm mm mim mm mm mm kg/km
BS EN 50288-7 / BS 5308
300/500V

1 1.0 7/0.43 06 1.0 0.9 1.3 12.0 295
2 1.0 7/0.43 06 1.0 0.9 1.4 15.5 436
3 1.0 7/0.43 06 1.0 0.9 1.4 16.2 483
B 1.0 7/0.43 06 1.0 0.9 1.5 17.5 558
3] 1.0 7/0.43 06 1.0 0.9 1.5 18.6 615
6 1.0 7/0.43 06 1.0 0.9 1.5 19.9 692
7 1.0 7/0.43 06 1.0 0.9 1.5 19.9 708
8 1.0 7/0.43 06 1.0 1.25 1.6 22.7 955
10 1.0 7/0.43 06 1.0 1.25 i 25.2 1112
1 1.5 7/0.53 06 1.0 0.9 1.4 12.8 330
2 1.5 7/0.53 06 1.0 0.9 1.5 16.7 495
3 1.5 7/0.53 06 1.0 0.9 1.5 17.56 555
B 1.5 7/0.53 06 1.0 0.9 1.5 18.7 635
5 1.5 7/0.53 06 1.0 0.9 1.5 20.0 707
6 1.5 7/0.53 06 1.0 1.25 1.6 22.3 941
7 1.5 7/0.53 06 1.0 1.25 1.6 223 968
8 1:5 7/0.53 06 1.8 1.25 1.7 24.7 1114
10 1.5 7/0.53 06 1.0 1.25 1.7 27.3 1290
1 2.5 7/0.67 06 1.0 0.9 1.4 13.7 373
2 25 7/0.67 06 1.0 0.9 1.5 18.2 574
3 25 7/0.67 06 1.0 0.9 1.5 19.0 656
4 2.5 7/0.67 06 1.0 0.9 1.6 20.6 770
5 25 7/0.67 06 1.0 1.25 1.6 229 1003
B 2.5 7/0.67 06 1.0 1.25 1.7 24.7 1143
7 25 7/0.67 06 1.0 1,25 1.7 24.7 1188
8 2.5 7/0.67 06 1.0 1.25 1.7 271 1352
10 25 7/0.67 06 10 1,25 1.8 30.3 1595
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