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Product Specification

P& INSULATED AERIAL BUNDLED CABLE (ABQO)

CONSTRUCTION

CONDUCTOR : Phase - HE8 Conaition aluminium conouctorn, Class 2
Neuiral / Messenger - Aluminium alloy, Class 2

INSULATION : UV resistant P& (polyethulens) compound

COLOUR OF CORES : Black

Al / PE - 3 Cores Phase + | Core Neulral / Messenger

Phase Core Neutral / Messenger Core |
i?ie Number | Nominal | Thickness '- Diameter | Number | Nominal Thickness | Diameter | Approx. | Approx.
of sgcr?ﬁ'l_al of over of secgtur?:l:};al of over overall overall
cores ares insulation = insulation cores area insulation | insulation diameter = diameter
5Q.Mm Sg.mm mm mm sg.mm mm mm mm kg/km
TNBD Spec. and IEC 502
600/ 1000V
1Cx16+1Cx25 1 16 1.0 6.7 1 Z0 1.2 8.3 15.0 158
3Cx16+1Cx25 3 16 1.0 6.7 9 25 1.2 8.3 17.5 186
3Cx35+1Cx25 3 35 1.2 9.5 1 25 1.2 8.3 22.7 490
3Cx50+1Cx35 3 50 | 14 11.2 1 35 12 | 95 26.6 672
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