Product Specification

COAXIAL CABLES

CONSTRUCTION

INNER CONDUCTOR : Clirculesr solid or straended plain annesied copper
INSULATION : Solid P& or Ffoemed P&

COLOUR OF INSULATION : Netural

BRAIDING Plain or finned copper braid

SHeATH : PVC Whilte

Cu/ P/ CWB /7 PvCc

- Inner Type Thickness Braiding Thickness ApproX. Approx.
ype ; : - overall :
conductor of Insulation of Insulation material of sheath net weight
| diameter |

sg.mm MNo./mm mm mm mm ka/km

RG 6 1/1.02 Foamed PE 1.84 Tinned copper 0.7 7.0 58

RG 59 1/0.643 Solid PE 1.53 Plain copper 0.8 6.1 54
RG 213 7/0.752 Solid PE 249 Plain copper 1.1 10.3 105

AUDIO /7 SPEAKER CABLES

CONSTRUCTION

CONDUCTOR : Flexible tinned (or bare) annealed copper wires,
INSULATION : Transparent soff PVEC compound Type T1 2
COLOUR OF CORES : Pink or ofher colour

TinNned Cu / PVC - 2 Cores (Flat Twin)

Nominal Construction, ; Approx.

s £ — g ofinauion  Cpalidanensien | poPlicgh
sg.mm No./mm mm mm kg/km
0.50 20/0.18 0.9 2.93 x 6.06 28
0.75 30/0.18 1.0 3.14 x6.48 34
1.0 140/0.10 1.2 3.77Tx7.74 49
1.5 168/0.10 1.4 4,30 x 8.80 62
25 315/0.10 1.5 5.05x10.3 95

42



