Product Specification

INSTRUMENTATION CABLES
(IMULTI-CORE NON-ARMOURED)

CONSTRUCTION
CONDUCTOR : Stranded circuler plalin anneaslied copper wire,
Class 2
INSULATION : PVC or P& or XLPE
COLOUR OF CORES : 3 cores (1 Tried) - BRed, Black & Whitre
Id cores & abowve - Black with Whitre numbering
DRAIN WIRE : Stroanded circuler tinned copper wire
COLLECTIVE SCREEN : Aluminium/polyester tape
SHeEATH : PVC compound Tuyupe TM 1, Black colour

Cu /7 PVC /7 OSCR /7 PVOC or
Cu /P / 0OSCR /7 PVvCor
Cu / XLPE / OSCR /7 PVC - Multi-caore

Number Nominal cross- Construction, Approx.
of sectional number / wire ul-?:ugﬁ?;?:n ‘ Eigﬁggtﬂﬁ ‘ n&grall n‘:‘fﬁxht
cores area diameter diameter d
Sq.mm Na./mm mm mm mm kg/km
BS EN 50288-7 / BS 5308
300/500V
3 1.0 7/0.43 0.6 0.9 7.8 84
4 1.0 7/0.43 0.6 0.9 8.5 102
B 1.0 7/0.43 0.6 1.0 10.2 148
8 1.0 7/0.43 0.6 1.0 11.0 182
10 1.0 7/0.43 0.6 1.1 13.0 228
20 1.0 7/0.43 0.6 1.2 16.6 402
30 1.0 7/0.43 0.6 1.3 19.5 578
40 1.0 7/0.43 0.6 1.4 221 758
3 1.5 7/0.53 0.6 0.9 8.5 102
4 1.5 7/0.53 0.6 1.0 9.5 130
6 1.5 7/0.53 0.6 1.0 G i 183
8 1.5 7/0.63 0.6 1.1 12.2 233
10 1.5 7/0.53 0.6 1.1 14,2 285
20 1.5 7/0.53 0.6 1.3 18.4 521
30 1.5 7/0.53 0.6 1.4 21.7 752
40 1.5 7/0.563 0.6 1.5 246 985
3 2.5 7/0.67 0.6 1.0 9.7 138
4 2.5 7/0.67 0.6 1.0 10.5 172
B 2.5 7/0.67 0.6 1.1 12.6 250
8 2.5 7/0.67 0.6 1.1 13.6 313
10 2.5 7/0.67 0.6 1.2 16.1 393
20 2.5 7/0.67 0.6 1.4 20.9 727
30 2.5 7/0.67 0.6 1.5 24.7 1053
40 2.5 7/0.67 0.6 1.6 28.0 1382
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