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Product Specification

PVC INSULATED CIRCULAR FLEXIBLE CORD
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CONSTRUCTION
CONDUCTOR :  Plain ennealed copper conductor, Class 5
INSULATION . PVC compound, 70°C
COLOUR OF CORES : | core - Brown, Blue or ofher colours
= cores - Brown and Blue
= cores - Brown, Blue, Green / Yellow
4 cores - Brown, Blue, Black, Green / Yellow
(or Brown, Black, Lrey, Green / Yellow)
SHeATH : PVC compound, colour Black or Grey
Nominal - Construction , | ; - | _
iy o Thickness Thickness prox. Approx.
A :gmnal ﬂua}'gﬁ{e"; ::'m of insulation of sheath overall diameter net weight
SQ.Mmm - No./mm - mm - mm - mm - kg/km

Cu ./ Pvc / Pvc - 2 Cores

MS 2112-5 / MS 140 / BS 6500 / BS EN 50525-2-11 / IEC 60227-5

300/500V
0.5 16/0.20 0.6 0.8 6.0 53
0.75 24/0.20 0.6 0.8 6.4 62
1.0 32/0.20 0.6 0.8 6.7 72
1.25 40/0.20 0.7 0.8 7.4 76
1.5 30/0.25 0.7 0.8 7.7 85
2.5 50/0.25 0.8 1.0 9.4 127
@ Cu ./ Pvc / Pvc - 3 Cores
0.5 16/0.20 0.6 0.8 6.3 57
0.75 24/0.20 0.6 0.8 6.8 72
1.0 32/0.20 0.6 0.8 7.1 81
1.25 40/0.20 0.7 0.9 8.1 95
1.5 30/0.25 0.7 0.9 8.3 102
2.5 50/0.25 0.8 1.1 10.2 160
Cu ./ Pvc /7 Pvc-HCores
0.5 16/0.20 0.6 0.8 6.9 2
0.75 24/0.20 0.6 0.8 7.4 87
1.0 32/0.20 0.6 0.9 8.0 105
1.25 40/0.20 0.7 1.0 9.0 118
1.5 30/0.25 0.7 1.0 9.3 130
2.5 50/0.25 0.8 j & 11.1 191

— Note: HO3VW-F, HO3VWH2-F & HO5VWHZ-F are available upon request
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